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A Note From Andy,      
 
First of all, Thank You for purchasing a Fuchs Audio Lucky 7ã amplifier! 
 
I designed the Lucky 7 amplifier to fill the need for a lower power amplifier having 
ŎƭŀǎǎƛŎ ǊƻŎƪ άǾƻƛŎƛƴƎέ ǎƛƳƛƭŀǊ ǘƻ ŀ ǾƛƴǘŀƎŜ aŀǊǎƘŀƭƭϰ ƻǊ ¢ǊŀƛƴǿǊŜŎƪϰ ǎǘȅƭŜ ŀƳǇΦ Each 
Lucky 7ã is precision handmade by myself and the staff at Fuchs Audio, built to 
extremely high standards of excellence using the highest quality components. With over 
two decades experience in the service, manufacturing, and design of tube audio/music 
equipment, we at Fuchs Audio are extremely proud of the quality and tremendous 
musicality of our Lucky 7ã.  
 
Please read this manual carefully. Although the Lucky 7ã was created to be a simple 
amplifier to operate it will perform to its fullest glory by your full understanding of the 
contents of this manual. 
 
Feel free to call or e-mail us (we prefer emails!) with comments & questions about your 
Lucky 7ãΣ ƻǊ Ƨǳǎǘ ǘƻ ŦƛƴŘ ƻǳǘ ǿƘŀǘΩǎ ƴŜǿ ƘŜǊŜ ŀǘ CǳŎƘǎ !ǳŘƛƻΦ 
 
Lastly, I recommend checking out our new web site: www.fuchsaudiotechnology.com, 
for product/user updates, cool links and other info benefiting our customers. 
 

Sincerely,       
 

Andy Fuchs 
President 
Fuchs Audio Technologyá 
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 1   Introduction to the Fuchs Audio Lucky 7ϰ Amplifier    
 
 

 

 
wŜǇǊŜǎŜƴǘƛƴƎ ŀ ƴŜǿ ŘƛǊŜŎǘƛƻƴ ŦƻǊ CǳŎƘǎ !ǳŘƛƻ ¢ŜŎƘƴƻƭƻƎȅΣ ǘƘŜ [ǳŎƪȅ тϰ ōǊƛƴƎǎ ǘƘŜ ƘƛƎƘ ōǳƛƭŘ ǉǳŀƭƛǘȅ ŀƴŘ 
ŀǿŜǎƻƳŜ ǘƻƴŜǎ ǇŜƻǇƭŜ ŜȄǇŜŎǘ ƻŦ CǳŎƘǎ ǇǊƻŘǳŎǘǎΣ ǘƻ ŀ ƴŜǿ ƳƻǊŜ ŀŦŦƻǊŘŀōƭŜ ǇǊƛŎŜ ǊŀƴƎŜΦ ¢ƘŜ [ǳŎƪȅ тϰ ƛǎ 
based on a dual 12AX7 preamp stage and a unique single ended 7-watt EL-34 fixed bias output stage. By 
switching to a 6V6, you can reduce power to less than 5-watts. Unlike other amps in this price range, the 
[ǳŎƪȅ тϰ Ƙŀǎ ŀ Ŧǳƭƭ ŎƻƳǇƭƛƳŜƴǘ ƻŦ ŜȄǘǊŜƳŜƭȅ ŦƭŜȄƛōƭŜ ǘƻƴŜ ŎƻƴǘǊƻƭǎΦ ! ǎǳǊǇǊƛǎƛƴg amount of clean 
headroom is available before the output stage begins distorting with a sweet yet cutting rock edge. 
±ƻƛŎŜŘ ƭƛƪŜ ƛǘǎ ōƛƎƎŜǊ ǎƛōƭƛƴƎǎΣ ǘƘŜ ¢Ǌŀƛƴ прϰ ŀƴŘ .ƭŀŎƪƧŀŎƪ нмΣ ǘƘŜ [ǳŎƪȅ тϰ Ƙŀǎ ŀ ŎƭŀǎǎƛŎ ǊƻŎƪ ǾƻƛŎŜ ǎƛƳƛƭŀǊ 
ǘƻ ŀ ǾƛƴǘŀƎŜ aŀǊǎƘŀƭƭϰ ƻǊ ¢ǊŀƛƴǿǊŜŎƪϰ ǎǘȅƭŜ ŀƳǇΦ Lǘ ǇǊƻǾƛŘŜǎ ŀ ŎǳǘǘƛƴƎ ǊƻŎƪ ŜŘƎŜΣ ȅŜǘ ŦƛƭƭŜŘ ǿƛǘƘ ƘŀǊƳƻƴƛŎ 
ǊƛŎƘƴŜǎǎ ŀƴŘ ŎƘƛƳŜΦ ¢ƘŜ ŎƛǊŎǳƛǘ ŘŜǎƛƎƴ ŀƭǎƻ ƛǎ άŀǘǘŜƴǳŀǘƻǊ ŦǊƛŜƴŘƭȅέΦ ό*ǎŜŜ ōŜƭƻǿύ ¢ƘŜ [ǳŎƪȅ тϰ ŀƴŘ ƛǘǎ 
higher-ǇƻǿŜǊŜŘ ǎƛōƭƛƴƎ ǘƘŜ .ƭŀŎƪƧŀŎƪ нмϰ ƘŀǾŜ ŀ ǇǊŜŀƳǇ ǎǘŀƎŜ ŘŜǎƛƎƴŜŘ ǘƻ allow clean-to-mean from the 
guitar volume control.  
 
The chassis (like all Fuchs products) is aircraft grade aluminum; our internal construction is mixed PC 
ōƻŀǊŘ ŀƴŘ ƘŀǊŘ ǿƛǊŜŘΦ hƴ ǘƘŜ [ǳŎƪȅ тϰ ŀƴŘ .ƭŀŎƪƧŀŎƪ нмϰΣ ǘƘŜ ǇǊŜŀƳǇ ǘǳōŜǎ ŀƴŘ ǇƻǿŜǊ ǎǳǇǇƭȅ ŎƛǊŎǳƛtry 
are on the circuit card, while the power tubes and transformer are mounted on the chassis. A detachable 
power cord is standard. By using single point grounding, the amp is quiet and free of hum at all operating 
levels. 
 

! ǎƛƴƎƭŜ ƛƴǇǳǘ ŀƴŘ ǎƛƴƎƭŜ ѻέ ƻǳǘput jack are provided. 
 

Features: 
ҁέ ǎƻƭƛŘ ǿƻƻŘ ŎŀōƛƴŜǘ ǿƛǘƘ ŘǳǊŀōƭŜ ǘƻƭŜȄ ŎƻǾŜǊƛƴƎΦ 
Anodized aluminum chassis with long lasting silk-screened labeling 
Heavy duty Cliff brand jacks. Solid metal-shaft Alpha potentiometers. 
Ultra-long-life neon pilot lamp and heavy duty AC power switch.  
Simple user adjustable fixed output tube bias. 
 
Specifications: 
{ƛȊŜΥ уέ ǘŀƭƭ млΦр ƛƴŎƘŜǎ ŘŜŜǇ мфέ ǿƛŘŜΦ 
Weight 10-lbs.  
Tube compliment: 2 X 12AX7 preamp tubes, 1 X EL-34 power tube (can use 6V6 tube, re-bias required). 
Power output: 7-watts into 8 or 4 ohms. 
Input Impedance -1Meg. Output impedance 8 Ohms. 
 
 (*ύ ²ŀǘŎƘ ŦƻǊ ǘƘŜ ƴŜǿ CǳŎƘǎ ά/ƻƴŘǳŎǘƻǊέϰ !ƳǇƭƛŦƛŜǊ-Attenuator (coming out summer 2005). The 
ά/ƻƴŘǳŎǘƻǊέϰ ƛǎ ŀ ƭƻǿ-coloration power reduction device, designed for use most tube amps including this 
ǎŜǊƛŜǎ ƻŦ CǳŎƘǎϰ ŀƳǇǎΦ όbƻǘ ǊŜŎƻƳƳŜƴŘŜŘ ǿƛǘƘ h5{ ƻǊ ¢5{ ŀƳǇƭƛŦiers). 
 

 
 
 

 
 
 
 

 
 

 
 
ά¢ǊŀƛƴǿǊŜŎƪέ ƛǎ ŀ ǊŜƎƛǎǘŜǊŜŘ ǘǊŀŘŜƳŀǊƪ ƻŦ YŜƴ CƛǎŎƘŜǊ 



 2   Please read before powering up your Lucky 7. 

 
        Please see Panel Diagrams in next section 3 for assistance. 

 
1) Inspect to make sure power & pre-amp tubes are intact & snuggly seated in their sockets. 
 
2) Make certain a speaker (load) is plugged into speaker input jack on the back of the amplifier. 

Failure to have a speaker connected to the amp will result in damage to the output tubes!  Your 
amp is supplied with both 4 & 8 ohm impedance speaker input jacks, select the one closest to 
your speaker(s) impedance. 

 
3) Reduce Front panel GAIN control to moderate level.  

 
4) Install instrument cable from guitar into front panel INPUT 

 
5) Be sure both POWER switch (front panel) is in DOWN position. 

 
6) Install power cord to amplifier (AC POWER IN) and to AC power source. 

 
7) POWER UP amplifier by: 1) flipping POWER switch UP. Allow at least 30 seconds to 1 minute for 

tubes to heat up.  
 

8) The Amplifier is now fully on and ready to use. Feel free to adjust all controls as you see fit. 
 
 

NOTE: 
 

1) Your Lucky 7 CAN be safely used with an attenuator* device (see below). These will allow you 
to obtain higher gain settings while reducing the overall volume of the amplifier. 
 
2) The Lucky 7 does NOT have STANDBY mode. 
It is either ON or OFF. 
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 3   Diagrams of FRONT & REAR Panels, Tube Bias Diagram 

 
 
Front Panel 

 
 
 

Rear Panel 

 
         4-Ohm      8-Ohm 

 
 

Tube Bias diagram 
 

               Power Tube Bias Pot 
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