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Thank you for purchasing this Plush product. Plush (a division of Fuchs Audio Technology LLC) is a 

company committed to the finest quality professional products, built for years of trouble free use. 

This pedal incorporates a solid aluminum enclosure, a durable powder coated finish, premium passive 

components, metal shaft controls, and is backed by a five year warranty.  

A few pointers: If using this product on a pedal board, and usinƎ ŜȄǘŜǊƴŀƭ ǇƻǿŜǊΣ ƛǘΩǎ ǿƛǎŜ ǘƻ ǊŜƳƻǾŜ ǘƘŜ 

battery. This unit may be cleaned with a soft dry cloth (like an old T-shirt), but no abrasive cleaners 

should be used. If the pedal is extremely dirty a mild cleaner such as Windex may be used, however, it 

should be strayed onto the cloth, not the pedal, and care should be taken to not get this cleaner into any 

jacks or switches. 

¢ƘŜ tƭǳǎƘ άCreamέ ǇŜŘŀƭ ƛǎ ŀ ǳƴƛǉǳŜ product, designed by Andy Fuchs. It uses a unique circuit topology 

which uses ŀ ŎƻƳōƛƴŀǘƛƻƴ ƻŦ L/Ωǎ ŀnd ǎŜƭŜŎǘŜŘ C9¢Ωǎ, for lowest noise and the warmest tube like 

overdrive tones possible.  

¢ƘŜ ǳƴƛǘ ƛǎ ŀŎǘƛǾŀǘŜŘ ǿƘŜƴ ŀ ǎǘŀƴŘŀǊŘ ѻέ ƎǳƛǘŀǊ ŎŀōƭŜ ƛǎ ǇƭǳƎƎŜŘ ƛƴǘƻ ǘƘŜ ƛƴǇǳǘ ƧŀŎƪΦ LŦ ǳǎƛƴƎ ǘƘƛǎ ǳƴƛǘ ƻƴ 

battery power, the guitar cable should be unplugged when itΩǎ ƴƻǘ ƛƴ ǳǎŜΣ ǘƻ ŜȄǘŜƴŘ ōŀǘǘŜǊȅ ƭƛŦŜΦ  

¢ƘŜ tƭǳǎƘ άCreamέ is a simple overdrive pedal, which is easily dialed in for the widest range of overdrive 

tones. The gain control is set to control the amount of distortion. It can go from a mild blues style 

distortion, to a high gain shredder overdrive when set at maximum gain.  The tone control goes from a 

dark (full counter clockwise) tone, to a bright chimey tone as the control is turned up. Finally, the level 

control sets the final output level of the pedal. This control is used to set the solo level when the pedal is 

activated (LED on). The input impedance is 1-Meg, suitable for most any guitar or signal source. The 

output impedance is approximately 1-K, which is buffered, to drive long cables as well as subsequent 

effects.   

 ¢ƘŜ tƭǳǎƘ άCreamέ ǇǊƻǾƛŘŜǎ ŀ ƘŀǊŘ ǿƛǊŜ ōȅǇŀǎǎΣ ǿƘƛŎƘ ƳŜŀƴǎ ǿƘŜƴ ƴƻǘ ƛƴ ǳǎŜ ό[95 ƴƻǘ ƭƛǘύ ǘƘŜ ƛƴǇǳǘ ƛǎ 

connected directly to the output, with no loading of the signal, and no active devices in the signal path. 



The DC jack on the side is a standard 2.1 mm tip negative adaptor input. A Plush DC adaptor may be 

purchased from your local dealer or any standard Roland style (or similar) DC adaptor may be used. The 

output of the adaptor must be 9-Volts DC. Using this pedal with the incorrect adaptor may potentially 

damage the pedal, which will not be covered under warranty.  

The Plush product is designed for years of reliable service, and there are no user serviceable or 

replaceable parts inside. Service should be obtained via our factory or the distributor from which you 

obtained the pedal, in the event of a product failure.  

¢Ƙƛǎ ǇŜŘŀƭ Ƴŀȅ ōŜ ŘǊƛǾŜƴ ōȅ ŀ tƭǳǎƘ άtǳǊŜ Dŀƛƴέ ǇŜŘŀƭ ǘƻ ŀŎƘƛŜǾŜ ƘƛƎƘŜǊ ƭŜǾŜƭǎ ƻŦ Ǝŀƛƴ ŀƴŘ ŘƛǎǘƻǊǘƛƻƴΦ 

Battery replacement: To replace the battery, remove the four screws holding the rear cover in the unit. 

The battery should be replaced with a new premium quality 9-V alkaline battery. Battery life (depending 

on usage) should be approximately 6 months to one year. 

 For your records, please record the dealer information, date of purchase, and serial number below:  

Model________________ Dealer Name____________________ Serial Number__________________ 

Date of purchase__________________________ 

PLUSH div. of Fuchs Audio Technology 407 Getty Avenue Clifton NJ 07015. Phone: 973-772-4420 FAX: 

973-772-4460. www.plush-pedals.com  www .fuchsaudiotechnology.com            

http://www.plush-pedals.com/

